CONTRACT NO. 83906

CAST ALUMINUM POLE CAP
WITH 300 SERIES S.S. SCREWS

2l X 5l/g" SECTION

37'-8” POLE SHAFT 10” X 6" 0.D.
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2 N.P.S. SLIPFITTER
3% UPLIFT

2'-10”

TAPERED ALUMINUM TUBE 47 0.D.
Y4" WALL ALLOY 6063-T6
2" SCHEDULE 40 PIPE ALLOY 6063-T6

TWO 1/, HOLES 180" APART
AND TWO 14 L.D. RUBBER
GROMMET FOR EACH MAST ARM

6" QUTSIDE TOP DIAMETER

EXTRUDED POLE BANDS (CLAMPS) ALLOY 6061-T6 WITH
Yo't~ 13 N.C. STAINLESS STEEL HARDWARE

TAPERED ALUMINUM TUBE /4" WALL
ALLOY 6063-T6 SATIN GROUND FINISH
100 GRIT OR FINER

SEE NOTE 2

INTERNAL DAMPER

POLE TAG IDENTIFICATION LETTERS AND NUMERALS
7' ABOVE GROUND LINE. SEE NOTE 7.

TAPERED ALUMINUM TUBE /3" WALL
ALLOY 6063-T6 SATIN GROUND FINISH
100 GRIT OR FINER

HANDHOLE FRAME TAPPED %" -13 N.C.
FOR GROUND LUG

4" X 8” HANDHOLE WITH REINFORCING FRAME, COVER
AND 4", 20 SIZE STEEL CORE NYLON SCREWS

10 OUTSIDE BOTTOM DIAMETER

9’ HIGH CAST AND WELDED ALUMINUM TRANSFORMER
BASE WITH A NATURAL ALUMINUM FINISH.
SHALL COMPLY WITH ART. 1070.04 (B)

476" MOUNTING HEIGHT

SEE NOTE 1t
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LIGHT POLE BASE PLATE DETAIL
15" BOLT CIRCLE

POLE SHAFT

3%-16 TAPPED BOLT
HOLE FOR GROUNDING
CONNECTOR

4" X 8" HAND HOLE OPENING

HANDHOLE DETAILS
NOT TO SCALE

MAST ARM ORIENTATION

LETTERS AND NUMERALS
7' ABOVE GROUND LINE

POLE SHAFT

TRAFFIC FLOW s

2.

HANDHOLE POSITION

POSITION OF HANDHOLE AND

POLE NUMBER FOR
SINGLE MAST ARM POLES

MAST ARM ORIENTATION\

HANDHOLE POSITION

LETTERS AND NUMERALS
7' ABOVE GROUND LINE

TRAFFIC FLOW wese
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NOTES:

1, MOUNTING HEIGHT IS DEFINED AS THE DISTANCE FROM
THE CENTERLINE OF THE TENON TO THE BOTTOM OF THE
BASE.

2. TWO PIECE SHAFT WILL BE MATCHED MARKED AND INTERCHANGEABLE
BETWEEN DIFFERENT UNITS. FIELD DRILLING OF THE HOLES WILL NOT BE
ALLOWED.

3. THE LIGHT POLE WILL MEET AASHTO DESIGN CRITERIA AS SPECIFIED.

4. THE INSTALLING CONTRACTOR WILL PROVIDE A UL LISTED GROUNDING
CONTRACTOR. BURNDY K2C23, T & B SP4DL OR APPROVED EQUAL.

5. LIGHT POLES WILL BE SET PLUMB ON THE FOUNDATION WITHOUT
THE USE OF LEVELING NUTS, WASHERS OR SHIMS.

6. LIGHTING UNIT IDENTIFICATION NUMBERS SHALL BE INSTALLED BEFORE
THE LIGHTING UNIT IS ENERGIZED.

= TRAFFIC FLOW

LETTERS AND NUMERALS
7' ABOVE GROUND LINE

POLE SHAFT

MAST ARM ORIENTATION

POSITION OF HANDHOLE AND

POLE NUMBER FOR
TWIN MAST ARM POLES

MAST ARM ORIENTATION

LETTERS AND NUMERALS
7’ ABOVE GROUND LINE

POLE SHAFT

o

TRAFFIC FLOW sl

HANDHOLE POSITION

POSITION OF HANDHOLE AND

POLE NUMBER FOR
SINGLE MAST ARM POLES

MOUNTED ON BRIDGE

PARAPET 'OR BARRIER WALL

ILLINOIS DEPARTMENT OF TRANSPORTATION
ILLINOIS ROUTE 56 AT KIRK / FARNSWORTH

ALUMINUM LIGHT POLE
(47'-6") MOUNTING HEIGHT

ALL PROPOSED LIGHT POLES

SCALE: NONE
DATE: 12/15/06

GANDHI AND ASSOCIATES, INC.
ENGINEERS AND PLANNERS
8035 N. NSDRTHWEST HIGHWAY
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